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IO-Link / LAN / USB / PoE / Wireless

Page Number P. 11 P. 13 P. 17 P. 21

Product Name IO-Link Signal Tower Network Signal Tower 
with Voice Annunciator Network Signal Tower Multi-color LED Signal Tower

Series LB6-IL NHV NHB LA6-POE
Size (mm) Φ60 Φ40 / Φ60 Φ40 / Φ60 Φ60

Conformity Standards CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC

IP/NEMA IP65 IP20 IP20 IP20 (stationary mounting) / 
IP54 (direct mounting)

Mounting Location Indoor Indoor Indoor Indoor
Mounting Direction Upright Upright Upright Upright / Inverted

Ambient Temperature −20℃ ~ +50℃ 0℃ ～ +40℃ 0℃ ～ +40℃ −10℃ ～ +50℃
Communication Interface IO-Link Ethernet Ethernet Ethernet (PoE)

Supported Protocols - HTTP(S) / SSH / RSH / PING / 
SNMP(v3,v2c.v1) / SOCKET

HTTP(S) / SSH / RSH / PING / 
SNMP(v3,v2c.v1) / SOCKET

HTTP(S) / Modbus TCP
SOCKET

Luminous Color
Red, Amber, Lemon, Green, 
Cyan, Blue, Purple, White 
and Multi-color (21 colors)

Red, Amber, Green, Blue, White 
and Multi-color (7 colors)

Red, Amber, Green, Blue, White 
and Multi-color (7 colors) Multi-color (21 colors)

Light Pattern Blinking / Gradation blinking / Flashing Continuous On / Blinking / Flashing Continuous On / Blinking / Flashing Continuous On / Blinking / 
Flashing

Modularity of LED Unit - ✔ ✔ -

Flashes per Minute
Blinking: 30 / 90 / 120

60 / 120 60 / 120 30 / 60 / 120
Flashing: 60 / 90 / 120

Sound Pressure (dB) 88 88 (Adjustable volume) 80 (Adjustable volume) 85 (Adjustable volume)
Number of Alarm Sounds 8 71 5 11

Number of Inputs 
(bit/binary) - 4 (D Type & DP Type) - 7 / 31

Number of Outputs - 2 (D Type & DP Type) - -

Remarks M12 Connector connection Email Sending, Text-to-Speech, 
Cloud-Compatible Cloud-Compatible -

21
colors

Page Number P. 23 P. 25 P. 26 P. 27

Product Name Wall Mount Signal Tower (LAN) USB Signal Tower USB Controlled Multicolor Signal 
Beacon IO-Link Signal Tower

Series WE-LAN LR6-USB NE-USB LR6-IL
Size (mm) 90(W)x206(H)×37.5(D) Φ60 Φ56 Φ60

Conformity Standards CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC

IP/NEMA IP23 IP65 IP20 / IP65 IP65 / NEMA TYPE 4X, 13
Mounting Location Indoor / Wall Mounting Indoor Indoor Indoor

Mounting Direction Upright Upright
All Directions / All Directions 

(Waterproofing Required: 
Upright Position Only)

Upright

Ambient Temperature −10℃ ～ +55℃ −20℃ ～ +50℃ −20℃ ～ +50℃ 
−20℃ ～ +60℃ −20℃ ～ +50℃

Communication Interface Ethernet USB 2.0 USB 2.0 IO-Link
Protocols and 
Other Features HTTP / Modbus TCP / SOCKET DLL, Linux DLL, Linux -

Luminous Color Multi-color (9 colors) Red, Amber, Green, Blue, White, 
Multi-color (7 colors) Multi-color (7 colors) Red, Amber, Green, Blue, White, 

Multi-color (7 colors)

Light Pattern
Continuous On / Blinking / 

Flashing 
Gradient / Flowing

Continuous On / 
4 patterns Continuous On / 6 patterns Continuous On / Blinking / 

Flashing

Modularity of LED Unit - ✔ - ✔

Flashes per Minute 30 / 60 / 120 - - 60
Sound Pressure (dB) 88 / 78 80/70 (Adjustable volume) 65 / 85 84 (Adjustable volume)

Number of Alarm Sounds 7 4 1 1 (4 types)
Remarks - - - WDT-Z2 compatible

9
colors

7
colors

21
colors
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IO-Link / LAN / USB / PoE / Wireless

7
colors

Page Number P. 29 P. 31 P. 32 P. 33

Product Name IO-Link Signal Beacon Interface Converter with Signal 
Tower Interface Converter Interface Converter

Series NE-IL PHE-3FB3N NBM-D88NN PHC-D08N

Size (mm) Φ56 Φ40 266(W)×42(H)×137.5(D) 117(W)×28(H)×100(D)

Conformity Standards CE / RoHS / UKCA / UL 
FCC / KC

CE / RoHS / UKCA / UL 
FCC / KC CE / RoHS / FCC CE / RoHS / UL / FCC

IP/NEMA IP65 / NEMA TYPE 4X, 13 IP20 IP20 IP20

Mounting Location Indoor Indoor Indoor Indoor

Mounting Direction Upright Upright Upright Upright

Ambient Temperature −25℃ ～ +60℃ 0℃ ～ +40℃ 0℃ ～ +40℃ 0℃ ～ +40℃

Communication Interface IO-Link USB 2.0 / RS-232C Ethernet USB 2.0 / RS-232C

Protocols and 
Other Features - Original protocol HTTP / RSH / PING

SNMP(v2c.v1) / SOCKET -

Luminous Color Red, Amber, Green, Blue, Cyan, 
Purple, White Red, Amber, Green - -

Light Pattern Continuous On / Blinking / Pulse Continuous On / Blinking - -

Modularity of LED Unit - ✔* - -

Flashes per Minute Determined by programming 37.5 / 75 - -

Sound Pressure (dB) 88 80 - -

Number of Alarm Sounds 8 4 (Adjustable volume) - -

Number of Inputs 
(bit/binary) - - 8 -

Number of Outputs - - 8 8

Remarks Touch sensor - Sends e-mail alerts -

Page Number P. 34 P. 35 P. 36

Product Name Wireless Data Acquisition System

Series WD PRO WDR-Z2-PRO WDT-Z2 (LR/6M/5E)

Size (mm) Φ60 120(W)×158(H)×40(D) Φ40 / Φ50 / Φ60

Conformity Standards CE / RoHS / UL / FCC / KC CE / RoHS / UL / FCC CE / RoHS / UL / FCC / KC

IP/NEMA IP65 / NEMA TYPE 4X, 13 IP20 Conforms to signal tower
to be used

Mounting Location Indoor Indoor Indoor

Mounting Direction Upright Horizontal / Wall / Ceiling Upright

Ambient Temperature −10℃ ~ +50℃ −10℃ ~ +50℃ −10℃ ~ +50℃

Communication Interface RS232C Ethernet (PoE) / USB -

Protocols and 
Other Features - Modbus TCP / Socket -

Luminous Color - - -

Light Pattern - - -

Modularity of LED Unit ✔ - ✔

Flashes per Minute - - -

Sound Pressure (dB) - - -

Number of Alarm Sounds - - -

Number of Inputs 
(bit/binary) 15 - -

Remarks - Database compatible -

*	Cannot add additional tiers.
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Signal Tower

Page Number p.37 p.39 p.50 p.51

Product Name Multi-color LED Signal Tower Signal Tower Signal Tower Signal Tower (IP69K Rated)

Series LA6 LR LR4-WC LR6+FB295

Size (mm) Φ60 Φ40 / Φ50 / Φ60 / Φ70 Φ40 Φ60

Conformity Standards CE / RoHS / UKCA / UL
FCC / KC / PSE

CE / RoHS / UKCA / UL 
FCC / KC CE / RoHS / UL / FCC / KC CE / RoHS / UKCA / UL 

FCC / KC

IP/NEMA IP54 / IP65 IP65 / NEMA TYPE 4X, 13 IP65 / NEMA TYPE 4X, 13 IP67 / IP69K

Mounting Location Indoor Indoor Indoor Indoor

Mounting Direction Upright Upright Upright Upright

Ambient Temperature −25℃ ～ +60℃ −20℃ ～ +50℃ −20℃ ～ +50℃ −20℃ ～ +50℃

Luminous Color Multi-color (21 colors) Red, Amber, Green, Blue, White, 
and Multi-color (7 colors) - Red, Amber, Green, Blue, White

Light Pattern Continuous On / Blinking / Pulse Continuous On / Blinking - Continuous On / Blinking

Modularity of LED Unit - ✔ ✔ ✔

Flashes per Minute 60 60 - 60

Sound Pressure (dB) 85 
(-5, -10 Sound reduction selectable)

85/85/88/90 
(-10 Sound reduction selectable) - 88 

(-10 Sound reduction selectable)

Number of Alarm Sounds 11 4 - 4

Remarks - Compatible with Φ40 / Φ50 / Φ60 
WDT-Z2 M12 Connector connection -

Page Number P. 53 p.57 P.58 P. 59

Product Name Signal Tower Signal Tower with Switch Box Signal Tower Signal Tower

Series LR10 HSST ME-A / MES-A MP / MPS

Size (mm) Φ100 Φ50 Φ25 Φ30

Conformity Standards CE / RoHS / UKCA / UL / KC RoHS / FCC CE / RoHS / UKCA / UL CE / RoHS / UKCA / UL

IP/NEMA IP66 / IP69K / 
NEMA TYPE 4X.13

IP54
(Signal tower only) IP42 IP65

Mounting Location Indoor / Outdoor Indoor Indoor Indoor

Mounting Direction Upright,  Inverted Upright Upright Upright

Ambient Temperature −20℃ ～ +50℃ 0℃ ～ +40℃ −10℃ ～ +55℃ −30℃ ～ +60℃

Luminous Color Red, Amber, Green, Blue, White Red, Amber, Green Red, Amber, Green, Blue, White Red, Amber, Green, Blue, White

Light Pattern Continuous On / Blinking / 
Rotating / Flashing Continuous On Continuous On Continuous On

Modularity of LED Unit ✔ ✔ ✔ ✔

Flashes per Minute Blinking: 60
Triple Flashing: 120 - - -

Sound Pressure (dB) 92 - - -

Number of Alarm Sounds 4 - - -

Remarks - Compatible with Φ50 WDT-Z2 - -

21
colors
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7
colors

Page Number P.67 P. 69 P. 71 P. 73

Product Name Signal Beacon  Rotating Beacon  Multi-Function Beacon  Signal Beacon

Series SL SK SF NE-A

Size (mm) Φ80 / Φ100 / Φ150 Φ80 / Φ100 / Φ150 Φ80 / Φ100 Φ56

Light Source LED LED LED LED

Conformity Standards CE / RoHS / UKCA / UL / FCC  
KC / EAC / PSE

CE / RoHS / UKCA / UL / FCC 
KC / EAC / PSE

CE / RoHS / UKCA / UL / FCC 
KC / EAC / PSE

CE / RoHS / UKCA / UL / FCC 
KC

IP/NEMA IP23 / IP66
NEMA TYPE 4X, 13 IP23 IP23 / IP66

NEMA TYPE 4X, 13
IP65 / IP67

NEMA TYPE 4X, 13

Mounting Location Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor Indoor

Mounting Direction
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright
All Directions

Ambient Temperature −20℃ ～ +50℃ −10℃ ～ +50℃ −20℃ ～ +50℃ −25℃ ～ +60℃

Luminous Color Red, Amber, Green, Blue Red, Amber, Green, Blue Red, Amber, Green, Blue Red, Amber, Green, Blue, White, 
and Multi-color (7 colors)

Light Pattern Continuous On / Blinking / 
Flashing Motorized rotation 22 light patterns Continuous On / Blinking

Flashes per Minute Blinking: 180, Triple-flash: 120 120
180/120/60; 

Single: 60; Double: 90; 
Triple: 120: Pulse: 20;

60 (multi-color type only)

Sound Pressure (dB) 88 88 88 88

Number of Alarm Sounds 1 1 1 2

Remarks - - - Touch sensor

INDEX - Product Overview

Signal Tower

Page Number P. 61 P. 63 P. 64 P. 66

Product Name Signal Tower Wall Mount Signal Tower Wall Mount Signal Tower Signal Tower

Series LS7 WEP/WE WME-D EDLR

Size (mm) Φ70 W90×D37.5 W70×D80 Φ228

Conformity Standards CE / RoHS / UKCA / UL CE / RoHS / UKCA / UL CE / RoHS / UKCA / UL 
FCC / KC RoHS

IP/NEMA IP54 / IP65 IP54 / IP65 IP54 IP66

Mounting Location Indoor Indoor Indoor Indoor / Outdoor

Mounting Direction Upright Upright, Facing up or down, 
Sideways

Upright, Facing up or down, 
Sideways Upright

Ambient Temperature −30℃ ～ +60℃ −30℃ ～ +60℃ −10℃ ～ +55℃ −20℃ ～ +50℃

Luminous Color Red, Amber, Green, Blue, White Red, Amber, Green, Blue, White Red, Amber, Green, Blue, White Red, Amber, Green

Light Pattern Continuous On / Blinking Continuous On / Blinking Continuous On / Blinking Continuous On / Blinking

Modularity of LED Unit - - ✔ -

Flashes per Minute 60 60 60 60

Sound Pressure (dB) 85 90 93 -

Number of Alarm Sounds 2  (Adjustable volume) 2 2 -

Remarks - - - -
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Beacon

7
colors

Page Number P. 75 P. 76 P. 77 P. 78

Product Name Signal Beacon (IP69K Rated) Rotating Beacon Signal Beacon Signal Beacon

Series NE+FB295 RLR LFH REL

Size (mm) Φ56 Φ162 Φ100 Φ228

Light Source LED LED LED LED

Conformity Standards CE / RoHS / UKCA /  UL / 
ICES / KC CE / RoHS / UKCA CE* / RoHS / UKCA* / UL / FCC RoHS

IP/NEMA IP67 / IP69K IP66 IP66 IP65

Mounting Location Indoor Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor

Mounting Direction All Directions Upright, Inverted
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright

Ambient Temperature −25℃ ～ +60℃ −30℃ ～ +70℃ 
( Except AC model )

−30℃ ～ +70℃ 
( Except AC model ) −20℃ ～ +55℃

Luminous Color Multi-color (7 colors) Red, Amber, Green, Blue Red, Amber, Green, Blue, White Red, Amber

Light Pattern Continuous On / Blinking Motorized rotation Flashing Triple-flash

Flashes per Minute 60 105 110/140 110

Remarks M12 Connector - - -

Page Number P. 79 P. 80 P. 80

Product Name  Warning Light Battery-powered Signal Beacon Small Rotating Beacon

Series LPT PFH SKH-EA

Size (mm) 86(W)×28(H)×13.5(D)
114.4(W)×43.4(H)×13.5(D) Φ101 Φ100

Light Source LED LED Incandescent bulb

Conformity Standards CE / RoHS / UKCA / FCC / KC RoHS / UKCA CE* / RoHS* / UKCA*

IP/NEMA IP68 / TYPE,4X,13 IP55 IP23

Mounting Location Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor

Mounting Direction All Directions Upright, Horizontal
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Ambient Temperature −30℃ ～ +75℃ −10℃ ～ +50℃ −30℃ ～ +80℃ 
( Except AC model )

Luminous Color Red, Amber, Green, Blue Red, Amber Red, Amber, Green, Blue

Light Pattern Flashing Flashing Motorized rotation

Flashes per Minute 400 46 / 92 170

Remarks Vibration resistance
90 m/s2 - -

INDEX - Product Overview

*	Exculuding LFH-S/LFH-48

*	12V / 24V DC Only
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Audible Alarms and MP3 Voice Annunciators

Page Number P. 81 P. 82 P. 83 P. 84

Product Name Audible Alarm Slim MP3 Voice Annunciator Audible Alarm for Panel 
Mounting

MP3 Voice Annunciator for Panel 
Mounting

Series BM BSV / BSV-L BD-A BDV

Size (mm) Φ30 (Panel hole size) □75 □80 □80

Conformity Standards CE*1 / RoHS / UKCA*1 CE / RoHS / UKCA / UL / FCC CE*2 / RoHS / UKCA*2 
UL*2 / FCC*2 CE*2 / RoHS / UKCA*2

IP/NEMA IP30 / IP34 IP54 IP54 IP54

Mounting Location Indoor Indoor / Outdoor Indoor Indoor / Outdoor

Mounting Direction
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright
Upright, Sideways, Inverted

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright

Ambient Temperature −10℃ ～ +60℃ −10℃ ～ +50℃ −20℃ ～ +55℃ −10℃ ～ +50℃

Sound Pressure (dB) 75/ 80 / 85 / 90 87 (Adjustable volume) 90 (Adjustable volume) 87 (Adjustable volume)

Number of Alarm Sounds or 
Alarm Recording Length 2 15 · 63 seconds /  

520 seconds 32 63.5 seconds

Number of Inputs 
(bit/binary) 2 4 / 15 4 4 / 15

Remarks - - - -

Page Number P. 85 P. 86 P. 87 P. 88

Product Name Audible Alarm for Panel Mounting MP3 Voice Annunciator for Panel 
Mounting  Audible Alarm Horn MP3 Voice Annunciator Horn

Series BK BKV EHS EHV

Size (mm) □120 □120 166.5(W) ×149.5(H)×198.2(D) 
(Horizontal mounting)

166.5(W) ×149.5(H)×198.2(D) 
(Horizontal mounting)

Conformity Standards CE*2 / RoHS / UKCA*2 CE*2 / RoHS / UKCA*2 CE*1 / RoHS*1 / UKCA*3 / UL*2

FCC*2 / KC*2
CE*1 / RoHS*1 / UKCA*3 / UL*2

FCC*2 / KC*2

IP/NEMA IP54 IP54 IP65 IP65

Mounting Location Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor

Mounting Direction
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright
Upright, Sideways, Inverted Upright, Sideways, Inverted

Ambient Temperature −20℃ ～ +50℃ −10℃ ～ +50℃ −20℃ ～ +50℃ −20℃ ～ +50℃

Sound Pressure (dB) 95 (Adjustable volume) 95 (Adjustable volume) 110 (Adjustable volume) Electronic sound 110:
voice: 105 (Adjustable volume)

Number of Alarm Sounds or Alarm 
Recording Length 32 63 seconds 32 63 / 220 seconds

Number of Inputs 
(bit/binary) 8 / 32 5 / 31 8 / 32 8 / 63

Output - - - -

Remarks - - - -

*1. 24V AC / DC only　*2. 12-24V DC only　*3. 12-24V DC / 12-48V DC only

INDEX - Product Overview
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Audible Alarms and MP3 Voice Annunciators Hybrid Signaling Devices

Page Number P. 89 P. 91 P. 91 P. 93

Product Name MP3 File Playback Circuit Board Signal Tower with Horn Signal Tower with MP3 Voice 
Annunciator Horn

Rotating Beacon with 
Audible Alarm Horn

Series FV-127JP LKEH-F☐ LKEH-FV RT-A

Size (mm) 144(W) ×100(D) Φ100 Φ100 Φ162

Light Source - LED LED Incandescent bulb

Conformity Standards  RoHS CE* / RoHS / UKCA* / UL CE* / RoHS / UKCA* / UL -

IP/NEMA - IP53 IP53 IP23

Mounting Location - Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor

Mounting Direction - Upright Upright Upright

Ambient Temperature −10℃ ～ +50℃ −10℃ ～ +50℃ −10℃ ～ +50℃ −20℃ ～ +50℃

Luminous Color - Red, Amber, Green, 
Blue, White

Red, Amber, Green, 
Blue, White Red, Amber, Green, Blue

Light Pattern - Continuous On / Blinking Continuous On / Blinking Motorized rotation

Modularity of LED Unit - ✔ ✔ -

Flashes per Minute - 60 60 115 / 105 / 95

Sound Pressure (dB) Adjustable volume 105 (Adjustable volume) 105 (Adjustable volume) 105 (Adjustable volume)

Number of Alarm Sounds or 
Alarm Recording Length 8 / 240 min 32 63 seconds 32

Number of Inputs 
(bit/binary) 7 / 127 8 / 32 5 / 31 8 / 32

Remarks 4W - - -

Hybrid Signaling Devices

Page Number P. 94 P.95 P. 96

Product Name Rotating Beacon with 
MP3 Voice Annunciator Horn

Rotating Beacon with 
Audible Alarm

Rotating Beacon with 
MP3 Voice Annunciator

Series RT-VF RFT RFV

Size (mm) Φ162 Φ100 Φ100

Light Source Incandescent bulb LED LED

Conformity Standards - CE / RoHS / UKCA CE / RoHS / UKCA

IP/NEMA IP23 IP54 IP54

Mounting Location Indoor / Outdoor Indoor / Outdoor Indoor / Outdoor

Mounting Direction Upright
Indoor: Upright, Horizontal,  

Inverted;
Outdoor: Upright

Indoor: Upright, Horizontal,  
Inverted;

Outdoor: Upright

Ambient Temperature −10℃ ～ +50℃ −10℃ ～ +50℃ −10℃ ～ +50℃

Luminous Color Red, Amber, Green, Blue Red, Amber, Green, Blue Red, Amber, Green, Blue

Light Pattern Motorized rotation Motorized rotation Motorized rotation      

Rotations per Minute 115 / 105 / 95 115 115

Sound Pressure (dB) 105 (Adjustable volume) 90 (Adjustable volume) 95 (Adjustable volume)

Number of Alarm Sounds or 
Alarm Recording Length 63 seconds 32 types 63.5 seconds

Number of Inputs 
(bit/binary) 4 / 15 8 / 32 4 / 15

Remarks - -

*	24V DC only *	24V DC only
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LED Illumination

Page Number P. 99 P. 100 P. 101 P. 102

Product Name LED Work Light LED Work Light LED Work Light LED Work Light

Series CWF CLA-A CWA CLK / CLK-A

Size (mm) 300 / 600 / 900 100 / 200 / 300 / 600
/ 900 /1200 300 / 600 / 900 200 / 300 / 600

Conformity Standards CE / RoHS / UL / FCC CE / RoHS / UL CE / RoHS / UL CE / RoHS / UL

IP/NEMA IP20 IP66 / IP67 / IP69K IP65 IP66G / IP67G / IP69K

Mounting Location Indoor Indoor Indoor Indoor

Mounting Direction All Directions All Directions All Directions All Directions

Ambient Temperature −20℃ ～ +60℃ −40℃ ～ +60℃ −30℃ ～ +60℃ −40℃ ～ +60℃

Luminous Color Daylight Daylight / Amber Daylight Daylight / Natural white

Remarks - - - -

LED Illumination

Page Number P. 104 P. 105 P. 106

Product Name LED Work Light  LED Work Light  LED Work Light

Series CWK CLN-A CLE-24

Size (mm) 200 / 300 / 600 □85 Φ82

Conformity Standards CE / RoHS / UL CE / RoHS / UL CE / RoHS

IP/NEMA IP66G / IP67G IP66G / IP67G / IP69K IP65F

Mounting Location Indoor Indoor Indoor / Outdoor

Mounting Direction All Directions All Directions All Directions

Ambient Temperature −10℃ ～ +50℃ −40℃ ～ +60℃ −25℃ ～ +60℃

Luminous Color Daylight Daylight -

Remarks - - -

INDEX - Product Overview
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MEMO



LB6-IL 

LB6-20ILWCBW
① ③ ④②

IO-Link Signal Tower

LB6-20ILWCNW LB6-20ILWCBW

φ60
φ60

φ52
φ52

① Specifications 
20IL = 20Seg. / IO-Link Control

② Installation
WC = Direct Mount or 1/2" NPT Pipe / M12 Connector

③ Buzzer
B = with Buzzer	
N = No Buzzer

④ Body Color
W  =  Off-white

Model Number Configuration

Dimensions (mm)

Model Number Size (mm) Rated Voltage Buzzer Power Consumption Mass

LB6-20ILWCBW Φ 60 24V DC ✔ 6W 0.59kg

LB6-20ILWCNW Φ 60 24V DC - 4.8W 0.54kg

Product List

Φ��
mm

��� Indoor
Use

Upright
Mounting ���℃~+��℃

Ambient
Temperature ������� Multi-color

(21 colors)

����������
��

���������
Flashes

per Minute
��dB �

Buzzer
Sounds

����
������ ���� �� ��� �� ����

■ LB6-20ILWCBW ■ LB6-20ILWCNW

53.5 19

315.5
28120Seg. 

(20 LED
Segments)

20Seg. 
(20 LED
Segments)

25
25

M30×1.5
M30×1.5

1/2" NPT Internal Threads
1/2" NPT Internal Threads

10
10

Mounting Dimensions

Open

Open

IO-Link C/QL-

L+

M12 Connector Pin layout

Product Name Model Number

Buzzer Unit LB6-BW 

Wall Mount Bracket SZK-005W
*  Scheduled to be launched in the fall of 2023

Optional Parts For details refer to P. 107 to P. 112

21
colors
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Visualize elapsed time by 

changing the preset colors 

from bottom to top or from 

top to bottom.

Effortlessly divide the lighting area 

into 1 to 5 tiers and freely set each 

tier's colors and flashing patterns.

Preset lighting pattern can be activated 

depending on the tank level.  Easily 

display material replenishment timing 

and machine status changes.

Visualizing Takt Time of 
manufacturing process

Visualization of tank level and temperature information

Visualization of equipment status

■ Various indications by severity levels

Minor
failure

Middle
failure

Major
failure

Normal
operation

Set-up
change

Abnormal
stop

Flashing
speed
Fast

Flashing
speed

 MiddleAll On
Red

All On
Amber

All On
Green 

On
Amber

Red

Remaining
amount
20％

Remaining
amount
50％

Remaining
amount
80％

Simple Mode

Level Meter Mode

Animation Mode

3 operating modes support various applications

12

IO
-L

in
k 

/ L
AN

US
B 

/ P
oE

W
ire

le
ss

Be
ac

on
Si

gn
al

 T
ow

er
O

pt
io

na
l P

ar
ts

LE
D 

Illu
m

in
at

io
n

Hy
br

id
 S

ign
ali

ng
De

vic
es

Au
di

bl
e 

Al
ar

m
s

an
d 

M
P3

 V
oi

ce
An

nu
nc

ia
to

rs

IO
-Link / LAN

USB / PoE
W

ireless
Audible Alarm

s
and M

P3 Voice
Annunciators

Hybrid Signaling
Devices

LED Illum
ination

O
ptional Parts

Signal Tow
er

Beacon

LB
6-

IL



NHV4-3DN-RYG

Network Signal Tower with Voice Annunciator

NHV 
�����
����

SSH
RSH

OAuth
2.0

TLS
1.3 SOCKET ���� PING

24
���

�������
��������

����
������

������
������ IP

v6/v4 Azure AWS ��dB RJ-45 Φ40
（NHV4）

Φ60
（NHV6）

Digital Contacts
4 Inputs

2 Outputs
��� ����

������ ���� �� ��� ��

Φ40
（NHV4）

Φ60
（NHV6）

Model Number Configuration

① ② ③ ④

④ LED Unit Color
RYG = 3tiers (Red • Amber • Green)

① Signal Tower
4 = LR4 (Ф40)
6 = LR6 (Ф60)

② Number of LED Tiers	
O = None
3 = 3-tiers

③ Additional Function / AC Adapter	
N = Standard Features, No AC adapter
DN = Contact input / output, No AC adapter	
DP = Contact input / output, No AC adapter
	 	 (Supports PoE power supply)	
MN = E-mail detection, No AC adapter

Dimensions (mm)

Overall Height
Number of tiers

0 tiers : 150 
1 tier   : 190 
2 tiers : 230 
3 tiers : 270 
4 tiers : 310 
5 tiers : 350

Φ40
Head cover

Nameplate

Serial number

LED unit

40

131

161 8888

Front ViewFront View Side View Side ViewBack View Back View

0 tiers : 150 
1 tier   : 190 
2 tiers : 230 
3 tiers : 270 
4 tiers : 310 
5 tiers : 350

Φ60
Head cover

Nameplate

Serial number

LED unit

40

131

88 161 88

NHV4 series NHV6 series

Overall Height
Number of tiers

*1.  N and DP models of each series are compatible with the AC adapter, the adapter is not supplied with the product.

*2.  IEEE802.3at (PoE+) compliant. Please check the specifications of your device when powering with PoE.

*3.  N and P model only

Specifications

Model Number NHV NHV-D NHV-DP NHV-M
DC24V AC adapter * 1 ○
PoE Power Supply ー ー ○* 2 ー
Mounting Method Upright
Network Communication Method Ethernet (IEEE 802.3 at Compliant) 10BASE-T / 100BASE-TX / 1000BASE-T (Auto MDI/MDI-X)
IP Network IPv4/IPv6 Dual-stack
IP Address Setup Manual setting and DHCP auto setting
Ambient Temperature 0℃ to 40℃
Ingress Protection IP20
Supported Protocols HTTPS/HTTP, SSH, RSH, SMTPS/SMTP,  IMAPS/IMAP, POP3S/POP3, SNMP(v3 / v2c / v1), NTP
Alarm Sound Buzzer Sounds: 5 kinds; Chime Sounds: 3 kinds; Voice Sounds: 3 kinds
Volume Control Adjust the volume with + / - volume control buttons

Conformity Standards

UL62368-1, CSA C22.2 NO. 62368-1
FCC Part 15 Subpart B Class A

EN 55032, EN 55035, EN IEC 63000
KS C 9610-6-4, KS C 9610-6-2* 3

TR CU 020, TR EEU 037* 3
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Cloud Communication

TTS (Text to Speech)

Mail Reception Detection (M Model)

This unit is equipped with a "Text to Speech (TTS)" function that converts text data to voice. This makes it easy for 
customers to create voice messages, or text can be automatically read aloud by typing text in the command. In addition, 
since the voice synthesis engine is built into the main unit, voice conversion can occur even when offline (not connected to 
the internet).

Create audio for registration directly 
from the web browser and easily 
assign it to any channel.

Generate Voice File for Registration
Generate audio from text, register it to an audio 
channel, and play it back with a command. Compared 
to traditional recording methods, we have succeeded 
in dramatically reducing the time and effort required.
(Custom recording service is also available depending on 
customer's convenience, application and preference.)

Voice File Generation from Command
Enter desired spoken characters directly into the 
command. When a command is received, the NHV 
will convert the text into speech and play it.

Temperature of the primary 
warehouse is abnormal.
Please check immediately.

Voice File Registration

http://192.168.10.1/api/control?speech=Hello&lang=en

Command Example

The NHV-M unit accesses the mail server and will light up or play a message when emails that meet preset conditions are received. 
No PC is required because the NHV-M accesses the server directly, so no modification is needed to the existing system. It is compatible with 
“OAuth2.0* ” as well as “Password Authentication”.
*	 OAuth authentication is compatible with “Gmail” and “Outlook” only.

- Order e-mail 
- Error message 
- Simultaneous
communication to each 
branch, etc.

Detection Condition :	 "Sender (mail address)", "Subject" and "Body" 
		  (Matches with above/ includes / does not include / starts with) 
Number of Conditions :	20

POP3S / POP3 
IMAPS / IMAP

Received an
urgent email.
Please check
immediately.

Internet

�����
����

�����
����

　Important E-mail

LED lighting, digital I/O information

Control LED lighting, digital output

Supported Cloud Platforms: AWS, Microsoft Azure

Control LEDs and audio directly from the connected cloud service.

AWS: Connect to AWS IoT Core

Azure: Connect to Azure IoT Hub/Azure IoT Central
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